< In-Line RCD

DRAPER

Stock No.89301 Part No.RCD4
INSTRUCTIONS 11/2005

[ SPECIFICATION ]

The Draper Tools policy of continuous improvement determines the right to change specification
without notice.

SEOCK NO. .o 89301
PATE INO. e e e e e e e e aeas RCD4
Maximum operating current .... .. 16 Amps
MaXIMUM TOAG ..o 3840W
Rated Voltage 230-250V AC~50Hz
Trip speed <30mS
Prot@CtioN ClASS .........ooiiiiiiii e IP55

) Note:
If at any time you are unsure,
Blue consult a qualified electrician.
(Neutral)
Yellow/
Green
(Earth)
NG J

r DISPOSAL OF POWER TOOLS ]

- At the end of the machine’s working life, or when it can no longer be repaired, ensure that it
is disposed of according to National regulations.

- Contact your local authority for details of collection schemes in your area.
In all circumstances:

= Do not dispose of power tools with domestic waste.
= Do not incinerate.

= Do not abandon in the environment.
|
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[ DECLARATION OF CONFORMITY

)

Draper Tools Ltd.,
Hursley Road,
Chandler’s Ford,
Eastleigh, Hampshire.
SO53 1YE

England.

Declare under our sole responsibility that the product:

Stock No:- 89301.

Part No:- RCD4.

Description:-  In Line RCD.

To which this declaration relates is in conformity with the following directive(s)
73/23/EEC & 89/336/EEC

With reference to

HD 639 S1:2002, SS 4280884:2002, EN61543:1995

J.N. Draper
Managing Director

09/11/2005
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