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WARRANTY

year 
standard

EFTE.RO.02.2018

Tech Help Line

UK - 0330 0249 279
Non UK - +44 (0)1952 238 100

Supplied by LUCECO

Stafford Park 1, Telford,  
Shropshire, England, TF3 3BD

Visit our website at www.luceco.com 

Kontakt

UK - 0330 0249 279
Non UK - +49 40 89066 878 - 29

Geliefert von Luceco  
GmbH Holstenplatz 20b,  

22765 Hamburg DEUTSCHLAND

Besuchen Sie uns auf www.luceco.de 

Support Technique
UK - 0330 0249 279

Non UK - +33 (0)1 61 10 10 35
Notice fournie par  

Luceco SAS France & Belux 3  
Rue de Courtalin, Magny Le Hongre 77700  

FRANCE & BELUX 
Visitez note site Web www.luceco.fr 

Servicio de asistencia telefónica

UK - 0330 0249 279
Non UK - +34 93 576 83 21

Facilitado por BG Electrical Ltd  
Liessamins, 6, 08338,  

Premia de Dalt Barcelona, Spain

Visite nuestra web en  www.luceco.com 

Assistenza tecnica telefonica
UK - 0330 0249 279

Non UK - +39 0434 1696795
Fornito da BG Electrical Ltd Nexus  

Italia, Via Amman 10 33170  
Pordenone, Italy

Visitate il nostro sito www.luceco.com 

IP65
RATED

INSULATION
COVERABLE

BEAM 
ANGLE

60˚
90min

FIRE RATED 25,000
HOURS

60min
FIRE RATED

30min
FIRE RATED

CRI
   80>

TERMINAL DRIVER OPTIONS WIRING AND MOUNTING THE TERMINAL BRACKET

ASSEMBLY AND INSTALLATION 

• This product is only suitable for indoor use

• This product is suitable for direct insulation cover (layover and blanket)

•  This product must be disconnected before insulation resistance testing of the  
lighting circuit
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WHEN TERMINAL BRACKET INSTALLED,
ONLY TO BE USED WITH LAYOVER OR BLANKET INSULATION

50mm min 100mm 
min with 

insulation
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CAT NO. Voltage / Hz FINISH WATT LUMINAIRE 
LUMENS

EFFICACY 
Llm/W

COLOUR  
TEMP.

BEAM  
ANGLE

POWER  
FACTOR

SUGGESTED 
CUTOUT

EFTE45BS30-01 220-240V  
50-60Hz

BRUSHED
STEEL 5W 450lm 90Llm/W 3000K 60˚ 0.7 60-65mm

EFTE45BS40-01 220-240V  
50-60Hz

BRUSHED
STEEL 5W 450lm 90Llm/W 4000K 60˚ 0.7 60-65mm

EFTE45PC30-01 220-240V  
50-60Hz

POLISHED
CHROME 5W 450lm 90Llm/W 3000K 60˚ 0.7 60-65mm

EFTE45PC40-01 220-240V  
50-60Hz

POLISHED
CHROME 5W 450lm 90Llm/W 4000K 60˚ 0.7 60-65mm

EFTE45W30-01 220-240V  
50-60Hz WHITE 5W 450lm 90Llm/W 3000K 60˚ 0.7 60-65mm

EFTE45W40-01 220-240V
50-60Hz WHITE 5W 450lm 90Llm/W 4000K 60˚ 0.7 60-65mm

DOWNLIGHTS

RECESS HEIGHT

82mm

With terminal mounting bracket attached

• Insulation coverable

Without terminal mounting bracket attached

• NOT insulation coverable

• For shallow ceiling voids
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* For recess height see diagram above chart.


