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All prices are exclusive of VAT

COMPLETE FLAT LYING

TRAMMEL  
SET
Attach to rules and squares when  
marking/cutting arcs, circles and 
parallel  
lines.

 Self supporting flat lying clip on compass.
 Unrivalled marking, mortise and panel gauge. 
 Quick and accurate to use with full stability and  
control.
 Interchangeable Carbon Steel point, pencil and  
scribing blade.
 Hyper fine disposable blades ensure perfect  
results every time.
 Fits any steel or aluminium rule from 150mm (6”) 
upwards with blade width less than 50mm.

M/CFT01 £25.79  
Ruler & combination square not included.

Cut or mark circles. Deep range marking gauge.

POINT2POINT
MK2
Mark equally spaced multiple 
points, for drilling, dowelling, 
jointing, pinning and flat 
dowelling.

 Making layout tasks easier, faster and more accurate.
 Equidistant measuring gauge with centre point finder.
 2-point locking mechanism with  
7 equidistant marking positions  
from 85mm to 710mm.
 For left and right hand use.
 Ideal for woodworking, arts  
and crafts, sewing etc.

M/P2P01 £21.05 

Perfect alignment

Large back light

Magnetic base

DIGITAL 

LEVEL BOX
Find the angle on a surface quickly and 
accurately.  Ideal for table and mitre 
saws.  

Automatic LCD large backlight for easy reading of angle.
Accuracy of +/-0.2° for all angles.
Measures in relative and absolute measurements.
Working range of angle measurement 4 x 90°.
Automatic digital inversion for overhead measurements.
Auto shutdown in 5 minutes.
Magnetic base for hands free use.
Absolute level sensor.
Zero button to determine the angle change from initial  

 measurement.
Includes AAA battery.

DLB £21.17 
Size: 59mm x 59mm x 29mm

Simply expand the point to point 
mechanism, find the ideal spacings 

and lock the 7-point marking positions, 
then transfer to component. 
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INCLUDES:
1 x AAA 1.5V Alkaline battery
1 x Fabric pouch with belt loop

SPECIFICATION:
Read out accuracy for all angles +/-0.2°
Resolution 0.1°
Auto shutdown time 5 minutes
Auto shutdown backlight 30 seconds
Weight 84g
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