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DIAMOND PEN FILE ROUND/ TAPER
Multi-purpose versatile pen file with round/taper profile. Suitable for use on 
turning and carving tools, shaped tools and profiles.  Also for woodworking, 
gardening and home use.  Unscrew from body which then becomes a handle.

 Grade Grit  Micron 
Fine 600 25 

DWS/PFR/F + £22.59 
Size: 143 x 11.3mm, file length 93mm x 5.5mm  
to 4mm diameter.

DIAMOND ACCESSORIES
DIAMOND STONE 
HONING GUIDE
Side clamping the tool in the guide ensures 
that it is set square to the sharpening surface. 
Ensure correct angle is maintained on bevel 
edge chisels and plane irons when used with 
diamond whetstone.  

Precision roller with alloy body which self-
centres.  The unique setting device is preset for 
25°, 30°, 35° and 40° angles.  Use with bevel 
edge chisels only.  

Positive location for roller and blade.  
Adjustable stop for setting blade angle.  Use 
with bench stones or workshop stones.

DWS/HG/SET £48.20 

Cleaning Block

DWS/CB/A £1.97 
For all stones

DIAMOND HONING 
COMPOUND BAR 
& STROP
Kit for applying a polished finish to 
chisels and plane irons.  Used to give 
a highly polished finish to a sharpened 
cutting edge.  

Includes 100g honing compound bar 
and leather strop.

DWS/HP/KIT £16.75 
 
SPARES 
DWS/HP/100 £11.62  
100g honing compound bar

DWS/HP/LS £7.10  
Leather strop (black) 175mm x 95mm

MIRROR PASTE
A micro ultra fine abrasive compound for a mirror finish on blades when 
used with a leather strop.  Refines, hones and polishes carving tools, 
chisels, knives and planes.

Mirror finish on cutting edge to give a clean cut.  Apply paste to strop, rub to 
absorb and then stroke edge until polished finish.  Supplied in screw top jar.

Product Reference

DWS/MP/40 £10.56 
30g, 2–3 micron, 8000 – 10000 grit

ACCESSORY 
DWS/HP/LS/A £8.97  
Leather strop (tan) 203mm x 75mm

LAPPING FLUID
To be used on all types of diamond 
abrasives.  The fluid improves the 
diamond cutting action and prevents 
rusting or clogging.  

Designed in the engineering industry 
more than 30 years ago.  It is a 
synthetic product which is water 
soluble.  

Use with Trend DWS Professional 
Stones to guarantee a 5 year warranty.

DWS/LF/100 £8.95  
100ml

DWS/LF/250 £18.50  
250ml

DWS/LF/500 £26.87  
500ml

SPECIFICATION: 
Chisel blade width min. 10mm (3/8”)
Chisel blade width max. 32mm (1-1/4”)
Chisel blade thickness max. 7mm
Chisel blade length min. 75mm at 25º
Plane blade width max. 60.3mm (2-3/8”)
Angle 25°, 30°, 35° & 40°
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