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Mitre worktop joints  
for hob units

Left hand joint Right hand joint
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45° Mitre ‘trade’ corner joint
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Panel 
connector 
recess

35mm circular 
hinge

45° end cut
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Three types of Peninsular cuts.  

Corner radius
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Curved peninsular
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FUNCTIONS FOR 
THE KWJ900 JIG: 

2
Male cut

2
Male cut

1
Female cut

1
Female cut

RECOMMENDED

T10 ROUTER
T10’S ADJUSTABLE INNER PLATE 
FOR SUPERIOR ACCURACY
See page 137 for full details.

Inner plate centring 
for accuracy

Standard guide bush 
fitting

OPTIONAL ACCESSORIES: Product Ref. Price

1. Router cutters 12.7mm (1/2”) diameter straight x 50mm  
 cut length. 

a.  Professional Rota-tip RT/13X1/2TC £84.82 
b.  Professional 3/83DX1/2TC £38.36 
 CraftPro C153DX1/2TC £28.58 

2. Carry case (hard wearing) CASE/1001 £31.36 

3. F-clamp (two required) FC/200 £16.03 

4. Recommended 30mm guide bush  
 A Unibase maybe required. GB30/A £9.80 

REPLACEMENT PART: Product Ref. Price

5. Pins 10mmØ (ABS plastic pack of 4)  KWJ/PIN/4 £7.37 

KWJ900 JIG
Tradesman ALL IN ONE worktop jig for up to 900mm  
wide worktops. 

Hard wearing solid laminate 12mm thick jig that cuts both parts of the 
joint in 15 minutes including setting up.
Left hand and right hand corners, 400mm radius peninsular joint, 45° 
end cut with slight radius, 45° “trade” corner solution for hob units, 
100mm radius corner, 40mm radius corner, 35mm kitchen door hole and 
3/4” BSP hole for mixer taps.
Fixed lengths for 400mm, 500mm, 550mm, 600mm, 616mm, 635mm, 
650mm, 700mm and 900mm wide worktops.  Cuts up to 40mm thick 
worktops with or without anti-drip postformed edge.
Three open-ended bolt recesses (dog bone style) for 150mm  
bolts.  Engraved lines for short 65mm bolts and worktop  
cross-cut.  Two recesses for 600mm and three for 900mm worktops.
10mm diameter plastic pins with tapered shoulder for tight fit provides 
three point pin contact to ensure ease of setting up.
Engraved markings for identification of pin holes.
Pins made from ABS plastic for strength.

KWJ900 £178.19 
Size: 1185 x 390 x 12mm, weight 7.7kg.

Router, cutter and 
clamps not included.

Carry handle

400mm radius

40mm
radius

100mm radius

To download videos, test reviews, spare parts & instruction manuals visit:  www.trend-uk.com/downloads
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900MM

FITTERS PACK 
See page 10 for full details.
Product Ref.

KFP/1

COMPATIBILITY
www.trend-uk.com/compatibility
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1b.
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9 FUNCTIONS:
1   Female cut

2   Male cut

3   Connector bolt recess

4   Curved peninsular

5   45° end cut

6   R40mm corner radius

7   R100mm corner radius

8   45° mitre corner joint

9   35mm circular hinge
  and 3/4” BSP hole




